
Moon bollard RGBW
AL5310-NA-RN-R-O-50-B

Description

Engineered to enhance landscape and architectural details in residential
or commercial areas through a refined accent lighting, Moon_bollard
RGBW is an innovative, sustainable LED luminaire capable of creating
intense emotions through soft lighting effects. This dynamic colour
changing LED configuration is fitted with a professional technology for
smart colour management, unique feature on the market for a fixture of
these dimensions and application scope. Owing to its extreme flexibility,
high aesthetic impact and minimal size, Moon_bollard RGBW is the
perfect solution for both decorative and functional illumination of paths,
walkways, gardens, parks, and green areas in resorts, hotel facilities,
commercial structures or private houses. Available with a stylish rod of
three different heights, it features a choice of mounting accessories for a
comfortable in-ground installation (formwork, spike, anchor bolts), either
in grass or concrete paving. Four different optics allow the creation of
diversified visual effects, while 5 trendy finish nuances further enhance
its versatility. The external power supply unit grants the simultaneous
management of multiple units.

Features

Olive Grey
RAL 7002 Brass swivel

Optional Features

Optics
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SOURCE Light source High brightness RGB+W 4000K multichip power LEDs

LED configuration RGB+W 4000K Multichip

UV/infrared emissions None

FEATURES Dimmer Continuously variable light intensity 0-100% electronic dimming facility

Resolution (DMX/RDM) Per fixture, 8-bit or 16-bit

OPTICS Optics Narrow

Beam Angle (50% max. intensity angle) 13°

PERFORMANCE Max. Delivered lumen output 242 lm

Luminous efficacy 27lm/W

Lumen maintenance L70(10K)>55000hrs

ELECTRICAL Input voltage 24 VDC

Power consumption 9W

Electrical class III

PSU External PSU to be ordered separately

Fuse protection Self-resetting fuse protection

CONTROL DMX-RDM USITT DMX512-A, 4 DMX channels

CABLE TYPE Cable Length Fitted with a 2m-long power cable

PHYSICAL Installation Comfortable in-ground installation with one of the following optional accessories (to be
purchased separately according the different project requirements): formwork, spike, anchor
bolts

Fixing Position Full orientation capability

Size Ø60 100x66x250 mm / Ø 2.36 3.93x2.60x9.84"

Weight 0.85 Kg / 1.87 lb

Housing material Cnc machining aluminium body

Lens material PMMA

Swivel material Brass

Hardware material Grade A2 stainless steel

Screen material Tempered glass

Gasket material VMQ

Cooling system Passive

Finish UV, corrosion and scratch resistant polyester finish

Brass swivel Fitted with an elegant brass swivel.

ENVIRONMENTAL Storage temperature -40°C to 70°C / (-40°F to 158°F)

Operating temperature -40°C to 50°C / (-40°F to 122°F)

Ingress protection rating IP67

Impact resistance rating IK08

Min. IP rating suggested for external
connections to control and power
cables

IP67

OPTIONS Anti-saline treatment Corrosion resistant coating for product installation in coastal environment available on
request

Beehive filter A dedicated built-in bee-hive filter for utmost visual comfort and minimal glare is available as
an option

WARRANTY Warranty 5-year warranty

CERTIFICATIONS EUROPE Meets CE safety standards, Rohs compliant

USA ETL pending
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ACCESSORIES (ORDER SEPARATELY)

DMX terminator
(without connectors)
AL4469

 

100-277VAC POWER
SUPPLY 120W IP67
24V
AL4487/2

 

3-way junction box
AL5296

 

Beehive filter
AL5301

 

Formwork
AL5306

 

Anchor Bolts
AL5307

 

Spike
AL5308-B

 

Snoot
AL5322

 

Visor
AL5333

 

Accessory Holder
AL5365

 

Refractor for
elliptical distribution
(for accessory
holder)
AL5366

 

Diffuser Glass (for
accessory holder)
AL5367

 

Prismatic Glass (for
accessory holder)
AL5368

 

Snoot (for accessory
holder)
AL5369

 

Visor (for accessory
holder)
AL5370

 

Beehive Filter (for
accessory holder)
AL5371
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